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MPH messages 


MPHO0000 No error on interface operation. 

MPH0001 Invalid info pointer passed to MPH_MAINT. 
MPH0002 Invalid TEI. 

MPH0003 Invalid loop. 

MPH0004 Invalid protected loop pointer. 

MPH0005 Invalid unprotected loop pointer. 

MPHO0006 Invalid unprotected interface pointer. 

MPH0007 No MPH application. 

MPH0008 Invalid interface type. 

MPHO0009 Invalid interface index. 

MPH0010 Invalid interface timeslot. 

MPHO001 1 Invalid message ID. 

MPH0012 MPH Loop is disabled. 

MPH0013 MPH application is disabled. 

MPH0014 MPH interface maintenance activity in progress. 
MPH0015 Unable to obtain a Call Register for MPH maintenance. 
MPH0016 Invalid MPH maintenance progress marker. 
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MPH0017 
MPH0021 
MPH0022 
MPH0023 
MPH0024 
MPH0025 
MPH0030 
MPH0031 
MPH0032 
MPH0033 
MPH0035 
MPH0036 
MPH0037 
MPH0041 
MPH0042 
MPH0043 
MPH0045 
MPH0046 
MPH0047 
MPH0048 
MPH0049 
MPHO0050 
MPH0061 
MPH0062 


553-3001 -411 


Time out: MPH maintenance activity has taken too long. 
No buffer available to send message. 

Unable to send message. 

Interface is not in manual disabled state. 

Invalid MPH maintenance sub-progress marker. 
Interface is in manual disabled state. 

The interface TN is undefined. 

Invalid interface state change. 

Build interface dedicated connection failed. 
MPH maintenance message timeout. 

Invalid interface maintenance request. 

Unable to send message to MISP. 

Error indication received: interface enable/disable failed. 
Download interface data failed. 

Download interface data timeout. 

Unable to download. 

Download TSP data failed. 

Download TSP data timeout. 

Download DNA Table failed. 

Download DNA Table timeout. 

Download D-ch TSP data timeout. 

Download D-ch TSP data failed. 

D-ch interface enable timeout. 


D-ch interface enable failed. 


Standard 4.00 October 1997 


MPH0063 
MPH0064 
MPH0200 
MPH0201 
MPH0202 
MPH0203 
MPH0204 
MPH0205 
MPH0206 
MPH0207 
MPH0208 
MPH0209 
MPH0210 
MPH0215 
MPH0300 
MPH0301 
MPH0302 
MPH0303 
MPH0304 
MPH0305 
MPH0306 
MPH0307 
MPH0308 


MPH 
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D-ch interface disable timeout. 

D-ch interface disable failed. 

Unsolicited response for DCH/BCH term state update. 

Indication message received for maintenance pending message. 
Conference message received for maintenance pending message. 
Indication message received for clear maintenance pending message. 
Conference message received for clear maintenance pending message. 
Response message for state update message for undefined IF. 
Response message for status request message for undefined IF. 
Indication message for status request message. 

Conference message for status request message. 

Response message for error log upload request. 

Unsolicited response for NWIF, SAPI16 IF state change. 

Received indication message for audit request message. 

MPH application data has downloaded. 

L2 protocol has downloaded. 

L3 protocol has downloaded. 

Interface Data has downloaded. 

MPH TSP data has downloaded. 

PVC data has downloaded. 

DNA data has downloaded. 

TFC data has uploaded. 


Indication message received for DSL LAPD table number change message. 
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